
            
            
            
            
            
            
            
            
            
            
            
            
            
            
            
   
 

 
 

 
 
Sectional view of a 4-port model 
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• Multiple flow paths through a central axis  
      

• Fixed input to rotating output 
 

• Robust design 
 

• High load capacity 
 

• Design pressures of up to 15,000 PSI 
 

• Available in a range of materials 
 

• Individually designed for specific applications 
 

EW Fuel Management Ltd  
27 Kneesworth Street, Royston, Hertfordshire, 

SG8 5AB. England. 
Tel : + 44 (0) 1763 248 650  Fax : +44 (0) 1763 248 970 

Email : sales@ewfm.co.uk 
Website : www.ewfm.co.uk 

 

EWFM Inc. 
201 Wild Berry Lane, Harvest  

AL 35749 USA.  
Tel : 256 417 4315 Fax : 256 417 4322 
Email : sales@ewfuelmanagement.com 

Website : www.ewfuelmanagement.com 
 

The patented needle roller design keeps the sleeve and casing aligned under high radial loads,  
often replacing the need for external bearings. Seals straddle each port to ensure individual flow 
without leakage. 

6-port model with clear bore 

Please advise the following details 
with your enquiry. 
 

1) Number and size of ports 
2) Port orientation 
3) Speed of rotation and duty cycle. 
4) Fluid or gas type 
5) Operating pressure 
6) Operating temperature 
7) Preferred materials 
 

Typical applications include 
 

Sub-Sea ROV 
Hose Reels  

Winch Systems 
Plant & Machinery 

Machine Tools 
 

Hydraulics, pneumatics, cables,  
vacuums, coolants, gases 

 


